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Clear Conditioning De-Tangler

Sprayable Clear Oil in Water

This lightweight, easy to use, and economically viable spray demonstrates the detangling and conditioning properties of 
Jeesilc CQ which combines the power of conditioning quats with the desirable effects of silicones in all types of haircare 

applications.

J38-123
Code Form Appearance Emulsion Type

Hair Care
Application

Hair
Body Parts

Trade Name

INCI Name % VendorPhase Highlight Jeen Ingredients

A Coconut Water ( Clear )

Cocos Nucifera (coconut) Water

91.250 BotanicalsPlus

A GLYCERIN 99.7% USP

Glycerin

1.0000 Jeen

A JEESILC® CQ

Water, Dimethicone-pg Diethylammonium 
Chloride, Cetrimonium Chloride, And 1,3-
propandiol

5.0000 Jeen Jeesilc CQ is a is a high molecular weight clear water 
soluble silicone polymer that has been functionalized 
to give it an alkyl quaternary ammonium group, 
combining the best attributes of silicones with the 
desired properties of hair conditioning quats.   
Jeesilc CQ elevates hair conditioning and 
manageability of hair while aiding shine and control, 
and because of its quaternary positive charge, 
Jeesilc CQ helps controls fly-ways and frizz by 
neutralizing hair’s normal static charges while 
prolonging conditioning due to its substantive nature.

B JEESORB® O-20 NF

Polysorbate 80

1.2500 Jeen

B JEECIDE® PHENOXY

Phenoxyethanol

1.0000 Jeen Jeecide Phenoxy is a Globally Approved Preservative 
for Personal Care Applications.  It is a clear, 
colorless, oily liquid with a slight aromatic odor, it is 
effective against both gram negative and gram 
positive bacteria, and against yeast, and mold.

B

Fragrance

0.5000

100.0000 %

Procedure
1 In main beaker, add Phase A ingredients one at a time. Mix with propeller 

mixer until completely dissolved.

2 In side beaker, add Jeesorb O-20 NF with continuous mixing. Add Jeecide 
Phenoxy and fragrance and mix until completely dissolved.

3 Slowly add Phase B to Phase A and mix until completely dissolved.

4 Adjust pH.

Product Specifications

pH 5.00 - 6.00

Viscosity LV Sp#64 @ 100 
rpm 1 min.@25C

1.00 - 1.50

Innovation you can feel
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The data on this sheet relates only to the specific material designated herein


